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SIKA GENERAL DETAILS



SikaProof® A+ - SIKA GENERAL DETAILS

LIST OF DETAILS

900_020704_0405C_2009_en Pile head detail - Without levelling

900_020703_0406C_2009_en Pile head detail - With levelling and SikaProof® Tape A+

900_020704_0476C_2009_en Pile head detail for tensión piles - With levelling and SikaProof® Tape A+

900_020703_0407C_2009_en Construction joint - For concrete stage wall with SikaProof® Sandwich Tape

900_020703_0408C_2009_en Construction joint - With external Sika Waterbar®

900_020703_0409C_2009_en Construction joint - With internal Sika Waterbar®

900_020703_0410C_2009_en Construction joint - With SikaFuko® injection hose

900_020703_0411C_2009_en Construction joint - With SikaSwell® A / S-2

900_020703_0427C_2009_en Construction joint - For concrete stage wall with SikaProof® Tape A+

900_020703_0412C_2009_en Expansion joint - With Sika Waterbar®

900_020703_0413C_2009_en General membrane layout - Blindside waterproofing onto vertical excavation wall

900_020703_0414C_2009_en General membrane layout on wall - Blindside waterproofing with thermal insulation

900_020703_0417C_2009_en General membrane layout - With protection layer or geotextil

900_020703_0418C_2009_en General membrane layout - With thermal insulation

900_020703_0415C_2009_en General overlap joint - With SikaProof® Tape A+

900_020703_0416C_2009_en General overlap joint - With SikaProof® Sandwich Tape



SikaProof® A+ - SIKA GENERAL DETAILS

LIST OF DETAILS

900_020703_0419C_2009_en Transition wall to roof slab - With SikaProof® P-1201 in-situ adhered post-applied system

900_020704_0421C_2009_en Transition base slab to wall - With SikaProof® P-1201 in-situ adhered post-applied system

900_020703_0422C_2009_en Transition base slab to wall with toe - With SikaProof® P-1201 in-situ adhered post-applied system

900_020704_0423C_2009_en Transition base slab to wall - With SikaProof® Sandwich Tape

900_020704_0425C_2009_en Transition base slab to wall - With Sikalastic® liquid-applied membrane systems

900_020704_0426C_2009_en Transition wall to roof slab - With Sikalastic® liquid-applied membrane systems

900_020703_0428C_2009_en Transition base slab to wall - With SikaProof® Tape A+

900_020703_0652C_2009_en Transition base slab to wall - Shotcrete blinding with SikaProof® Tape A+

900_020703_0474C_2009_en Transition base slab to wall with toe - With Sikadur-Combiflex® SG System

900_020703_0420C_2009_en Pipe penetration detail

900_020703_0424C_2009_en Tie bolt detail in wall - With SikaProof® Patch-200 B

900_020703_0721C_2009_en Termination at concrete wall - With sealant and steel or aluminium flashing



900_020704_0405C_2009_en September 2020  SikaProof® A+
PILE HEAD DETAIL
Without levelling
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0405C_2009_en
As close to rebars

> 50 mm

Ground

Structural concrete

Substrate

Concrete pile head

Additional SikaSwell® S-2,
SikaFuko® (depending on 
requirements)

Seal the top with appropriate 
Sikadur® epoxy sealant

SikaProof® A+ membrane

Optional SikaProof® Fix Tape-50 to 
fix the membrane onto the substrate

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0406C_2009_en September 2020 SikaProof® A+
PILE HEAD DETAIL
With levelling and SikaProof® Tape A+
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0406C_2009_en

≥ 
50

 m
m

SikaProof® A+ membrane

Levelling with SikaGrout®
or waterproofed concrete

Adhere a strip of SikaProof® Tape A+
around the pile head

SikaProof® Fix Tape-50 / Sandwich Tape
to fix the membrane onto the substrate

Seal the top with appropriate
Sikadur® epoxy sealant

Ground

Structural concrete

Substrate

Concrete pile head

As close to pile

≥ 30 mm

Additional SikaSwell® S-2, 
SikaFuko®

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0476C_2009_en September 2020 SikaProof® A+ 
PILE HEAD DETAIL FOR TENSION PILES
With levelling and SikaProof® Tape A+
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0476C_2009_en

≥ 
50

 m
m

SikaProof® A+ membrane

Levelling with SikaGrout®
or waterproofed concrete

Adhere a strip of SikaProof® Tape A+
around the pile head

SikaProof® Fix Tape-50 / Sandwich Tape
to fix the membrane onto the substrate

Additional SikaFuko®

Ground

Structural concrete

Seal the top with appropriate
Sikadur® epoxy sealant

Substrate

Concrete pile head

As close to pile

≥ 30 mm

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0407C_2009_en September 2020 SikaProof® A+
CONSTRUCTION JOINT
For concrete stage wall with SikaProof® Sandwich Tape
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

≥  200 mm

900_020704_0407C_2009_en

First concrete stageSecond concrete stage

Top view

Reinforcement

Protection layer

SikaProof® A+ membrane

Structural concrete wallAdditional joint sealing
(minimum SikaSwell® A)

Ground

SikaProof® Sandwich Tape

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0408C_2009_en September 2020 SikaProof® A+ 
CONSTRUCTION JOINT
With external Sika Waterbar®
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0408C_2009_en

Second concrete stage First concrete stage
Reinforcement

Ground

Substrate even, smooth blinding concrete

External Sika Waterbar® fixed on each edge
with SikaProof® Sandwich Tape (optional each 5 m
in length bond a SikaProof® Sandwich Tape across)

Structural concrete

SikaProof® A+ membrane

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0409C_2009_en September 2020 SikaProof® A+ 
CONSTRUCTION JOINT
With internal Sika Waterbar®
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0409C_1903_en

Second concrete stage First concrete stage

Ground

Substrate even, smooth blinding concrete

Internal Sika Waterbar®

Structural concrete

SikaProof® A+ membrane

Reinforcement

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0410C_2009_en September 2020 SikaProof® A+
CONSTRUCTION JOINT
With SikaFuko® injection hose
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0410C_2009_en

Second concrete stage First concrete stage

Ground

Substrate even, smooth blinding concrete

Structural concrete

SikaProof® A+ membrane

SikaFuko® VT-1 / -2 reinjectable hose

Reinforcement

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0411C_2009_en September 2020 SikaProof® A+ 
CONSTRUCTION JOINT
With SikaSwell® A / S-2
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0411C_2009_en

Structural concrete

First concrete stageSecond concrete stage

SikaProof® A+ membrane Ground

Substrate even, smooth blinding concreteSikaSwell® A profile adhered
with SikaSwell® S-2

Reinforcement

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0427C_2009_en September 2020 SikaProof® A+
CONSTRUCTION JOINT
For concrete stage wall with SikaProof® Tape A+
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

≥  200 mm

900_020704_0427C_2009_en

First concrete stageSecond concrete stage

Top view

Reinforcement

Protection layer

SikaProof® A+ membrane Substrate even, smooth blinding concrete

Structural concrete wallAdditional joint sealing
(minimum SikaSwell® A)

Ground

SikaProof® Tape A+

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0412C_2009_en September 2020 SikaProof® A+ 
EXPANSION JOINT
With Sika Waterbar®
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0412C_2009_en

Ground

Substrate even, smooth
blinding concrete

Structural concrete
base slab

Spacer plate

SikaProof® A+ membrane

External Sika Waterbar® fixed on each
edge with SikaProof® Sandwich Tape
(optional each 5 m in length bond a
SikaProof® Sandwich Tape across)

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0413C_2009_en September 2020 SikaProof® A+
GENERAL MEMBRANE LAYOUT
Blindside waterproofing onto vertical excavation wall
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0413C_2009_en

Vertical excavation wall

Protection layer or
geotextil minimum 300g/m²
(depending on requeriments)

SikaProof® A+ membrane

Structural concrete wall

Levelling layer

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0414C_2009_en September 2020 SikaProof® A+
GENERAL MEMBRANE LAYOUT ON WALL
Blindside waterproofing with thermal insulation
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0414C_2009_en

Vertical excavation wall

Levelling layer

SikaProof® A+ membrane

Structural concrete wall

Thermal insulation

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0417C_2009_en September 2020 SikaProof® A+ 
GENERAL MEMBRANE LAYOUT
With protection layer or geotextil
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0417C_2009_en

Backfilling material

Protection layer or geotextil
minimum 300 g/m2

(depending on backfilling material)

SikaProof® A+ membrane

Structural concrete wall

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0418C_2009_en September 2020 SikaProof® A+ 
GENERAL MEMBRANE LAYOUT
With thermal insulation
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0418C_2009_en

Backfilling material

Thermal insulation

SikaProof® A+ membrane

Structural concrete wall

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0415C_2009_en September 2020 SikaProof® A+ 
GENERAL OVERLAP JOINT
With SikaProof® Tape A+

900_020704_0415C_2009_en

50 mm

Ground

Substrate even, smooth blinding concrete

SikaProof® Tape A+

Structural concrete

SikaProof® A+ membrane

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0416C_2009_en September 2020 SikaProof® A+ 
GENERAL OVERLAP JOINT
With SikaProof® Sandwich Tape

900_020704_0416C_2009_en

> 50 mm

Ground

Substrate even, smooth blinding concrete

SikaProof® Sandwich Tape

Structural concrete

SikaProof® A+ membrane

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0419C_2009_en September 2020 SikaProof® A+
TRANSITION WALL TO ROOF SLAB
With SikaProof® P-1201 in-situ adhered post-applied system
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0419C_2009_en

>
10

0 
m

m
>

20
0 

m
m

SikaProof® A+ membrane

Overlapping surface of SikaProof® A+
membrane has to be treated with
open torch prior bonding

SikaProof® Adhesive

Structural concrete roof slab

Structural concrete wall

Additional joint sealing
(minimum SikaSwell® A)

SikaProof® P-1200 membrane

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0421C_2009_en September 2020 SikaProof® A+ 
TRANSITION BASE SLAB TO WALL
With SikaProof® P-1201 in-situ adhered post-applied system
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.

900_020704_0421C_2009_en

Structural concrete base slab

Ground

Additional joint sealing (minimum SikaSwell® A)

Substrate even,
smooth blinding concrete

SikaProof® A+ membrane

Structural concrete wall
Backfilling material

SikaProof® P-1200 membrane

Protection layer

>
10

0 
m

m
>

50
 m

m

SikaProof® Adhesive

Overlapping surface of SikaProof® A+
membrane has to be treated with open
torch prior bonding

Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0422C_2009_en September 2020 SikaProof® A+ 
TRANSITION BASE SLAB TO WALL WITH TOE
With SikaProof® P-1201 in-situ adhered post-applied system
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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900_020704_0423C_2009_en September 2020 SikaProof® A+ 
TRANSITION BASE SLAB TO WALL
With SikaProof® Sandwich Tape
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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Sika Canada Inc, 1-800-933-7452 / www.sika.ca



900_020704_0425C_2009_en September 2020 SikaProof® A+ 
TRANSITION BASE SLAB TO WALL
With Sikalastic® liquid-applied membrane systems
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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900_020704_0426C_2020_en September 2020 SikaProof® A+ 
TRANSITION WALL TO ROOF SLAB
With Sikalastic® liquid-applied membrane systems
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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900_020704_0428C_2009_en September 2020 SikaProof® A+ 
TRANSITION BASE SLAB TO WALL
With SikaProof® Tape A+
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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900_020704_0652C_2009_en September 2020 SikaProof® A+ 
TRANSITION BASE SLAB TO WALL
Shotcrete Blinding with SikaProof® Tape A+
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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900_020704_0474C_2009_en September 2020 SikaProof® A+ 
TRANSITION BASE SLAB TO WALL WITH TOE
With Sikadur-Combiflex® SG System
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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900_020704_0420C_2009_en September 2020 SikaProof® A+ 
PIPE PENETRATION DETAIL

DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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900_020704_0424C_2009_en September 2020 SikaProof® A+ 
TIE BOLT DETAIL IN WALL
With SikaProof® Patch-200 B
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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material, minimum 100 mm
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900_020704_0721C_2009_en September 2020 SikaProof® A+ 
TERMINATION AT CONCRETE WALL 
With sealant and steel or aluminium flashing
DRAWING MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE SPECIFIC APPLICATION
The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only 
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's 
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to 
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request or may be downloaded from our website at: www.sika.ca.
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