MORTIERS COLORES « COLOURED MORTARS

BUSARD / HARRIER SUEDE / SUEDE | MASONCARE 300 GRIS / GREY

ONYX (DISCONTINUE/ DISCONTINUED) SABLE / SAND MASONCARE 300 CREME / CREAM

NOIR FUMEE / SMOKE S THE GLACE / ICED TEA HLM-350 NATUREL / NATURAL

NOIR / BLACK < MARS HLM-500 NATUREL / NATURAL

CHARBON / CHARCOAL DESERT / DESERT | ROUGE ANGLAIS / ENGLISH RED

TITANIUM OCRE / OCHER | ROUGE FEU / FIRE RED

CRIS ACIER / STEEL GREY CHAMOIS BORDEAUX
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CGRIS CANYON / CANYON GREY SOUFRE / SULFUR SAUMON / SALMON

BLANC YUKON / YUKON WHITE CHAMPAGNE FLAMAND / FLAMINGO

» | »

BLANC NEIGE / SNOW WHITE CACHEMIRE / CASHMERE CRAMOISI / CARMINE
o ! . AL ! ==
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1-1-6 GRIS / GREY CACHOU ABSINTHE

w | »n

1-1-6 ARGENT / SILVER AZURE PRUNE / PLUM

i

1-1-6 CREME / CREAM { RHINO CARAMEL

m‘w

1-1-6 BLANC / WHITE | HAVANA / HAVANE INKA / INCA

Mortier 3 base de gris / Grey based mortor Cost approximately 35% higher than o grey 1-1-6 m

| Mortier 3 base de créme / Creom bosed mortar x er1-1-6 gris / Cost opproximately 60%

eur & un mortier 1-1-6 gris / Cost over 100% higher t

ble avec tous les mortiers KING / Colour available with all KING products.

Echantillons 4 titre Indicatifs seulement. / Samples for reference only.

Nous recommandons d érige: dele de mur afin de valider la couleur / We recommend to prepare a mock-up wall In order to validate the colour

BUILDING TRUST
CONSTRUIRE LA CONFIANCE

All colours shown are as accurate as computer display screens permit. Final colour selections should be made based upon actual samples and the approval of the wall Mock-up by the professional responsible for the project on site. The

use of pre-mixed coloured mortars does not necessarily guarantee uniform joint colour. Joint colour can be affected by a number of factors including: climatic conditions, masonry element type, composition, time and delay before | '
“, tooling joints. The above factors should always be taken into consideration when using coloured mortars. / Les couleurs illustrées sont aussi fidzles que le permettent |'apparence a I'ecran. Il est fortement recommandé de faire son
choix ultime de couleur a partir d'échantillons réels et par |'approbation du modéle de mur par le professionnel responsable du projet en chantier. Lutilisation de mortiers colorés prémélangés ne garantit pas nécessairement uniformite
de la couleur des joints. La couleur des joints peut étre affectée par un certain nombre de facteurs, notamment les conditions climatiques, le type et la composition des éléments de magonnerie, ainsi que le temps et le délai avantla |
réalisation des joints. Ces facteurs doivent toujours étre pris en considération lors de ['utilisation de mortiers colorés.
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