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ROOF BOARD (AS REQUIRED)
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INSULATION SECURED AS REQUIRED
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VAPOUR RETARDER (AS REQUIRED)
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NOTES: 1) WEIGHT OF UNIT TO BE EVENLY DISTRIBUTED OVER CROSS-SECTIONAL AREA OF EXPOSED WOOD WEIGHT OF UNIT TO BE EVENLY DISTRIBUTED OVER CROSS-SECTIONAL AREA OF EXPOSED WOOD NAILER. 2) IF WEIGHT OF UNIT EXCEEDS MAXIMUM ALLOWED BY INSULATION MANUFACTURER, A WOOD NAILER IF WEIGHT OF UNIT EXCEEDS MAXIMUM ALLOWED BY INSULATION MANUFACTURER, A WOOD NAILER BELOW THE SARNAFIL MEMBRANE IS REQUIRED 3) NEW OR EXISTING WOOD NAILERS SHALL BE ATTACHED ACCORDING TO THE DESIGNER OF RECORD., NEW OR EXISTING WOOD NAILERS SHALL BE ATTACHED ACCORDING TO THE DESIGNER OF RECORD., THE NATIONAL BUILDING CODE OF CANADA, LOCAL CODE, OR INSURANCE REQUIREMENTS, WHICHEVER , LOCAL CODE, OR INSURANCE REQUIREMENTS, WHICHEVER IS MORE STRINGENT.  .  4) REFER TO LAM CAN 1-0 FOR AN ANGLE TRANSITIONAL WITH CRACKS.REFER TO LAM CAN 1-0 FOR AN ANGLE TRANSITIONAL WITH CRACKS.
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WOOD NAILER (SEE NOTE 1)
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WOOD BLOCKING (SEE NOTE 1)
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PROTECTION LAYER OF ADDITIONAL 35MILS SIKALASTIC®  MEMBRANE
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SEE NOTE  4
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